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 Abstract -In this paper a comprehensive analysis and a testing process are proposed for investigation of a self-excited induction generator working as integrated source in a low power multisource remote site. For its integration, a reliable scheme is defined and several tests are carried out with a laboratory test bench to evaluate the induction generator stability. The analysis defines a preferential operation area for each machine and the testing process reveals the evolution of the voltage stability during transients by a comparative study between autonomous mode and a mode where the induction generator is connected to a multisource DC bus.

In order to avoid the voltage collapsing and the demagnetization of the machine it is necessary to identify its parameters and to define its operating working area where the best stability can be obtained as well as the limits of the load variation. The analytical model used to provide the working area is presented in the paper and also the experimental results which show the significant incensement of the load variation interval for the self-excited induction generator connected to a multisource site.

Index Terms-Electric machines, induction generator multisource site, self-excitation. THE use of the wind generators in the production of electrical energy during the last decades had an important upgrowth. It is due to technological and industrial developments which impose an incensement in the demand of energy but also to an awareness of environmental problems [START_REF] Laverdure | Technologie des systems éoliens Integration dans les réseaux électriques[END_REF]. In this context the wind energy seem to be a promising alternative source to accompany the classical energy sources and the growing mastery of technical knowledge that makes it easier to integrate them into the grid [START_REF] Ackermann | Wind Power Systems[END_REF][START_REF] Abbey | Integration on distributed generation and wind energy in Canada[END_REF].

I
In the case of wind turbines connected to the grid the first electrical machines used was the Induction Machines (IM). It's structure is from the mechanical point of view robust and it requires low maintenance. Furthermore IM can be connected directly to the grid without being confronted with the problems of the amplitude and the frequency of the voltage. Generally these generators are squirrel cage rotor structures with some modifications compared to a machine used as a motor but which are jealously guarded by the manufacturers [START_REF] Tounzi | Etude de générateurs électriques pour la conversion de l'énergie éolienne", 1 er Séminaire francophone Formation-Recherche sur l'énergie éolienne[END_REF].

Permanent magnet generators can also be a solution for wind energy application but for this machine the induced voltage amplitude increases linearly with the generator speed and the frequency varies [START_REF] Kalamen | A novel method of magnetizing inductance investigation of self-excited inducton generators[END_REF].

The use of IM as generator connected to the grid is today a classic working system and the new technical challenge is its implementation in a remote site for operation as autonomous source or for their integration into power multisource system because there is serious difficulty for electrical regulation. The interest for this machine is that it has simple structure, high power density, low cost and requires low maintenance [START_REF] Chtchetinine | Voltage stabilization system for induction generator in standalone mode[END_REF][START_REF] Bansal | Three-phase self-excited induction generators: An Overview[END_REF]. So Induction Generator (IG) seem to be a good compromise especially where the structure robustness is favored in the choice of the machine [START_REF] Heir | Wind energy conversion systems[END_REF].

When the wind turbine is used in an off grid configuration, either permanently or occasionally, accurate and robust regulation is necessary in order to avoid the machine dropping out. The voltage parameter regulation option as it was experienced in several remote sites (island and artic for example) is a safe, reliable and relatively simple technology but it does not optimize the wave voltage quality and can create the voltage instability/ collapse. These difficulties are due to the inverse nature of the problem (frequency, slip and voltage unknown) [START_REF] Quazene | Analysis of the isolated induction generator[END_REF][START_REF] Malik | Steady state analysis and performance of an isolated self-excited induction generator[END_REF].
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To stabilize the voltage, in most of the cases, complex techniques using modulated inverters and sliding mode controllers are proposed [START_REF] Singh | Analysis and implementation of an electronic load controller for a self-excited Induction generator[END_REF]- [START_REF] Venkatesa Perumal | Voltage and Frequency Control of a Stand Alone Brushless Wind Electric Generation Using Generalized Impedance Controller[END_REF]. However these solutions are not adapted in the remote sites and don't take in consideration the machine parameters to consider its operating area [START_REF] Brudny | Wind Turbine Using Self-Excited Three-Phase Induction Generators: An Innovative Solution for Voltage-Frequency Control[END_REF].

In order to face and solve the unstable operation of the wind turbine generator a new approach is described in this paper which treats the behavior of a Self-Excited Induction Generator (SEIG) integrated in a remote low power system combining the advantages of preferential operating point with those of the electronic controllers.

For reducing diesel use in remote site, the system needs a hybrid energy solution with high reliability. The choice of the SEIG operating area is presented in Section IV and the experimental results obtained for voltage variation/collapse when IG is connected to a small grid in the Section V.

III. LOW POWER MULTISOURCE SITE

The integration of the SEIG in an autonomous low power multisource system proposed in this paper is presented in Fig. 1. That can be realized using an electronic load controller composed of a rectifier diode and a DC/DC converter which enables the connection of the SEIG to a DC bus. In this scheme the battery imposes the bus DC voltage level and the photovoltaic source is one of the multisource system which can be connected to the bus. The connection of a diesel generator is possible and can be realized if it is needed to ensure the sustainability of power delivery. As load, a resistive (heating) load and an induction motor (pump) is considered. The capacitor bank C delivers the reactive power required by the SEIG. Its value must be adjusted for the SEIG stability and in the case of procedure for self-excitation after dropping out.

The aim of this work is to define the limits in which the elements R and C can vary when the SEIG is connected to another local sources, taking in consideration the voltage stability, the maintaining of the SEIG in a stable working area and the maintaining a good energetic performances.

IV. CHARACTERIZATION OF IG

A. Equivalent circuit model For modeling the three-phase induction generator, the single phase equivalent scheme which uses the concept of voltage source presented in Fig. 2 is used [START_REF] Touti | Selfexcited Induction Generator in Remote Site[END_REF]. This type of operation requires to connect to the stator terminals of the machine, in addition to the load, a capacity capacitor bank C whose function is to provide the reactive power necessary for the SEIG magnetization but also that requested by the load. This IM model neglects the iron losses and is characterized by following parameters: 
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where:
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B. Definition of the operating working area

Taking in consideration the expressions (1) to (4) and considering the real and imaginary part of the complex variables deduced from time phasor diagram, the following equations can be obtained:
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with constant A", B, and D" and E" given by:
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The quantities A', D' and E', result from A", D" and E" considering 0 The analysis of Equ. ( 5) can conclude that ω and s depend only on the load (R, L), the capacitor C and the IM parameters. Therefore when these elements are imposed, the SEIG will be locked on fixed ω and s, so only the output voltage will be affected by wind power.

C. Impact of the load variation

Considering the first relation of Equ. ( 5) it can be written:
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Taking into account that A' and also M1 are negative it is considered only the positive ω value, so the root of ( 7) can be defined as:
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Considering the first relation of Equ. ( 5) it can be written:
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N and 2 P are given by:   In Equ. [START_REF] Malik | Steady state analysis and performance of an isolated self-excited induction generator[END_REF] it is associated the lower index 1 between brackets with the sign + before the radical whereas the signwith the index 2. The graphic representation of ω solutions expressed by Equs. ( 9) and ( 10) for a RL load is presented in Fig. 3 and for only R load in Fig. 4 and Fig. 5. This analytical study has been realized considering the parameters of the SEIG presented in Appendix. For RL load the used values are: R=111, C=87.5F and L=0.17 H. We can notice a possible variation area of the slip called "operating working area" where it is possible to maintain the angular frequency quasi-constant. This is the proposed area where IG can maintain good stability for load or wind power variation. The second solution gives a high ω value which is far from Another study is presented in Fig. 4 where only R load is connected to the SEIG. It is simulated for R=76, and C=38F values which allows the SEIG to work near the minimum value of the curve in the steady area. However lows slip area variation is possible to maintain constant ω and so to maintain the Operation Point (OP) within the stable area. The case where the capacitor C is maintained constant and the resistive load varies is presented in Fig. 5. In this case decreasing R leads to an operating point where the curves are tangent at a point whose ω is 394.2 rd /s (62.8 Hz). Then, the SEIG energy performances are low and the voltage stability is rapidly lost in transitory state.

From analysis of Fig. 3, 4 and 5 we can remark that the presence of an inductive load (L) in the system allows the increase of the stability area where the SEIG can operates with load or wind power variations. A resistive load (R) enables more limited interval variation of OP and the use of a fixed capacitor increases the SEIG instability.

V. EXPERIMENTAL STUDY

A. Test bench presentation

Considering a multisource remote site like a farm-house with low installed power, the priority for this kind of plant is the reliability of the system and the continuity in the power supply. In order to ensure these priorities the SEIG must be used in a stable working area and the transitory state can be improved using complementary supply source. This can be obtained by integration of the SEIG in the multi-source system proposed in Fig. 1. Here the capacity is fixed in order to set the operating point close to SEIG rated values ( Vrat, ωrat) and it can be modified as function of the load variation. The picture of the experimental bench used in the tests is presented in Fig. 6 Fig. 6 Experimental bench test of SEIG connected to a DC bus.

For experimental tests, a multi-source bench is used. It is composed of an Induction Generator connected to the DC bus via a PD6 rectifier and a filter element at the voltage output and a DC voltage source. This source is obtained using an autotransformer allowing to set the bus voltage at request value, a rectifier and a filter. The objective of the experiments is to test the limits of the SEIG stability connected to DC bus in order to prevent the IM from high damaging transients which appear during the variation of the wind power or the load change. As prime mover for IM a DC motor is used. In order to ensure the supply of the DC bus a second autotransformer connected to a second PD6 rectifier giving a test voltage Vb = 220V is used. The bus voltage is slightly lower than the Induction Generator output voltage. It corresponds to Ug = 244V. The variable resistive load R allows power variations of 5% 10% 15% 20% and 25% of the nominal power of 2kW. The two capacitor banks allowing a capacity variation from 5F to 180F provides the necessary reactive power for the machine. The change in capacity is used to set an initial operating point of the SEIG (Vg = 244V). The voltages are recorded using the oscilloscope and three voltage probes.

B. SEIG stability performance during R load variation

It is shown in Fig. 3 that inductive loads have a stabilizing effect for the SEIG during transients. So the test was done considering most unfavorable case for SEIG stability where only R varies.

Figure 7 shows the SEIG stability obtained for a decrease of R from no load to 198 Ω load (corresponding to 15% of 2kW) for constant reactive power operation. Here the SEIG is not connected to the DC bus. A variation of the reactive power in accordance with the variation of the resistive load (tg (RC) = cst) can be a complementary solution to improve the stability of the voltage and the frequency.

For operation of the SEIG connected to a multisource system, it is proposed to use a PD6 rectifier diode and a stepdown chopper in order to stabilize the voltage at the value of the DC bus. A MPPT control for maximum power delivery is proposed for the chopper control to improve the reliability of the installation, the autonomy and the maintaining of a good energy efficiency of the system. The experimental results obtained for SEIG connected to DC bus are shown in Fig. 8. Now the resistive load is connected to the DC bus and the SEIG test starts by the no load case with nominal voltage set at 244V. This case corresponds to no load case presented in Fig. 7. Then the R variation at 198 Ω is achieved. In this case the voltage at the SEIG terminal slightly decreases. The test is repeated by a variation of the load at 119 Ω (25% 500W) and at 60 Ω (50%, 1000W) to analyze SEIG stability. We can remark a voltage decrease with stabilization at the DC bus voltage set to 220V upon application of 10% load. The stability of the machine is maintained for 50% load variation corresponding to R=60 Ω. However, a greater variation of the load, leads to a voltage collapse and the machine dropping out. This case presented in Fig. 9 correspond to R=37 Ω (65% 1300W, 220V). A comparative analysis between the cases presented in Fig. 7 , 8 and 9 shows that for a low power DC bus, high R variations (Fig. 9) lead to the SEIG disengagement. However the connection of the SEIG to a DC bus (Fig. 8) compared to the case where the SEIG is not connected (Fig. 7) greatly increase the stability of the voltage for a large interval of R load variation. This case is among the most disadvantageous case. The performances can be increased if an inductive load L is connected to the SEIG or/ and if a simultaneous reactive power (C) regulation is realized in order to set the SEIG operation point within the stable operating area presented in Fig. 3. The advantage of system presented in Fig. 1 is that it improves the voltage and generator stability by widening the operating range of frequency and slip, so only the voltage constraint has to be treated.

VI. CONCLUSION

This paper proposes a reliable scheme for integration of a Self Excited Induction Generator in a low power multisource site. integration is insured through an electronic converter connected to the common DC bus of the remote site and taking in consideration the induction machine performances. In order to avoid the generator voltage collapse and its demagnetization during transitory state, an operating area must be defined by analytical study in correlation with each Induction Generator and its load. The experimental tests revealed the possibility to increase considerably the stability of the voltage for a large interval of R load variation if the performances of the machine are considered in the system or if the reactive power is controlled.

VII. APPENDIX

The 

  l the rotor leakage inductance related to the stator, s r and ' r r are the stator and rotor resistances related to the stator and parameter. K is defined by

Fig. 1

 1 Fig. 1 diagram of self-excited induction generator connected with the low power multi-source system

IFig. 2

 2 Fig. 2 IM single phase equivalent circuit with parallel R-L load

Fig. 3

 3 Fig.3Stator angular frequency variation for RL load connected at the SEIG output; C=87.5F.

Fig. 4

 4 Fig. 4 Stator angular frequency variation for R load connected at the SEIG output; C=38F, R=76.

Fig. 5

 5 Fig. 5 Stator angular frequency variation for R load connected at the SEIG output; C=38F, R=64.

Fig. 7

 7 Fig. 7 SEIG voltage evolution for R load variation for SEIG not connected to the DC bus

Fig. 8

 8 Fig. 8 SEIG voltage evolution for R load variation for SEIG connected to the DC bus.

Fig. 9

 9 Fig. 9 SEIG voltage collapse for 65% or load variation for SEIG connected to the DC bus.
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